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Steel air exhaust valves with adjustable core and
50mm mounting frame

- EAV: Shooting valves insteel with collar of fixing.
- Matenal: All steel construction

- Colour : RAL 9016, RAL 9010

- Composition:Pressed steel grill with adjustable

i :.____!___..,\ \ - core, supplied with galvanized steel mounting
| B ‘ frame
A - Mounting: Fixing in the mounting frame
78 14
EAV100 138 40 98 14
EAV125 164 100 46 123 14
EAV150 202 120 50 148 14
EAV160 21 130 54 158 14
EAV200 248 158 63 198 14
EAV250 295 210 63 248 14
SAV
Steel air exhaust valves with adjustable core and
? 50mm mounting frame
P " - SAV: Delivery valves insteel with collar of fixing.
) - Matenal: All steel construction
. - Colour - RAL 9016, RAL 9010
/ \ - Composition: Pressed steel grill with adjustable
A V- core, supplied with galvanized steel mounting
frame
l :f: ‘ - Mounting: Fixing in the mounting frame
SAVE0 115 42 78 48
SAV100 138 40 98 48
SAV125 164 111 46 123 48
SAV150 202 135 50 148 48
SAV160 1 145 54 158 48
SAV200 248 195 63 198 48
SAV250 295 235 I 248 48
- 3 springs without frame
- Steel air exhaust valves with adjustable core
and 50mm mounting frame
- Application: Wall or ceiling mounted valves
EAV for air exhaust inside buildings.
- Matenal: All steel construction
~— - Colour : RAL 9016, RAL 9010
(:—“‘i’—ﬂiﬁ - Composition:Pressed steel grill with adjustable
A core
— - Mounting: Fixing in the mounting frame
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Steel air exhaust valves with adjustable core and
50mm mounting frame

- EAV: Shooting valves insteel with collar of fixing.
- Matenal: All steel construction

- Colour : RAL 9016, RAL 9010

- Composition:Pressed steel grill with adjustable

i :.____!___..,\ \ - core, supplied with galvanized steel mounting
| B ‘ frame
A - Mounting: Fixing in the mounting frame
78 14
EAV100 138 40 98 14
EAV125 164 100 46 123 14
EAV150 202 120 50 148 14
EAV160 21 130 54 158 14
EAV200 248 158 63 198 14
EAV250 295 210 63 248 14
SAV
Steel air exhaust valves with adjustable core and
? 50mm mounting frame
P " - SAV: Delivery valves insteel with collar of fixing.
) - Matenal: All steel construction
. - Colour - RAL 9016, RAL 9010
/ \ - Composition: Pressed steel grill with adjustable
A V- core, supplied with galvanized steel mounting
frame
l :f: ‘ - Mounting: Fixing in the mounting frame
SAVE0 115 42 78 48
SAV100 138 40 98 48
SAV125 164 111 46 123 48
SAV150 202 135 50 148 48
SAV160 1 145 54 158 48
SAV200 248 195 63 198 48
SAV250 295 235 I 248 48
- 3 springs without frame
- Steel air exhaust valves with adjustable core
and 50mm mounting frame
- Application: Wall or ceiling mounted valves
EAV for air exhaust inside buildings.
- Matenal: All steel construction
~— - Colour : RAL 9016, RAL 9010
(:—“‘i’—ﬂiﬁ - Composition:Pressed steel grill with adjustable
A core
— - Mounting: Fixing in the mounting frame
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EAVW

EAVWED 115 42

EAVWI00 138 40
EAVW125 164 46
EAVW150 202 50
EAVW160 21 54
EAVW200 248 158 63
EAVW250 295 210 63
SAVW - 3 springs without frame

- Steel air supply valves with adjustable
core and S0mm mounting frame

- Application: Wall or ceiling mounted valves
SAV for air supply inside buildings.

- Matenal: All steel construction

- Colour : RAL 9016, RAL 5010

- Composition:Pressed steel grill with
adjustable core

p - Mounting: Fixing in the mounting frame

SAVWEOD 115 76 42
SAVW100 138 92 40
SAVW125 164 1 46
SAVW150 202 135 50
SAVW160 211 145 54
SAVW200 248 195 63
SAVW250 295 235 75
EAVC

- Steel air exhaust valves with adjustable core
- Application: Wall or ceiling mounted valves

gt EAVC for air supply inside buildings.
45 - Material: All steel construction
- Colour : RAL 9016, RAL 9010
| 2 - Composition:Pressed steel body with adjustable
Bl core

- Mounting: Fixing by clips in the mounting frame,

D
can also be used for direct mounting into round
duct (with or without mounting frame)

EAVCSD

EAVC100 75 134 15
EAVC125 100 160 15
EAVC160 140 193 15
EAVC200 175 223 15

Mounting frames MAV

Yy The control valve is equipped with a mounting
frame with a bayonet socket. The frame is
mounted directly in the pipe as well as in all types

oAl oo Ho | o8 ; :
of flexible pipes.
y / MAVY standard diameters:
- ot 80, 100, 125, 150, 160, 200, 250 mm.
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SAVC - Steel air supply valves with adjustable core
and 50mm mounting frame

D - Application: Wall or ceiling mounted valves
G SAVC for air supply inside buildings.
' - Matenal: All steel construction
a6 - Colour - RAL 9016, RAL 9010
TA

- Composition:Pressed steel grill with adjustable

B
| core

D
- Mounting: Fixing in the mounting frame, can also
be used for direct mounting into round duct (with

or without mounting frame)

SAVCED 10 110 15

SAVC100 10 134 15

SAVC125 10 160 15 123

SAVC160 10 193 15 158

SAVC200 10 223 15 198
MAVC

80 105 50 30
100 125 50 30
125 150 123 50 30
150 175 148 50 30
160 186 158 50 30
200 226 198 50 30
250 280 248 50 30
PAV-A - Plastic air exhaust or supply grille with fix disk

deflectors for domestic and industnal ventilation.
- Application: For supply ventilation, air
bA conditioning and air heating systems
- Matenal: Polypropylene / ABS
- Colour : White
1 - Composition:Body grille made out of
E’.C polypropylene / ABS. Special aerodynamic disk
valve design ensures uniform air distribution.
4B The internal part has a sealing ring for more tight
fit Anti-mosquito screen.
- Mounting: Designed for wall mounting or

.@ = = installation into false ceiling.
— | - Easy mounting with a mounting flange and a
; lock ring.

PAV-A100 140

PAV-A125 123 165
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- Plastic air valves

- Application: For air supply and exhaust in
ventilation systems

- Maternal: Polypropylene

- Colour : White

- Composition: Polypropylene body with
adjustable core and thread

- Mounting: To be mounted into round duct by
mounting frame

PAV-B100 97 138 20 15

PAV-B125 122 168 15 15
PAV-B160 157 215 130 15
PAV-B200 195 255 189 15
PAV-B250 245 305 240 15

- Plastic air valves
- Application: For air supply and
exhaust in ventilation systems
- - Matenial: polypropylene
E - Colour : White
- Less noise with spring fastening
- Composition: Polypropylene body with
adjustable core and thread
- Mounting: To be mounted into round

duct by thread

PAV-C100

20
PAV-C125 123 167 108 20
PAV-C150 148 184 129 20
PAV-C200 198 239 177 20
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C D i R - Application: For air supply and exhaust of the
hot or cold air

- Matenal: All aluminium construction

- Colour: Powder-coated or anodized finish,
standard colour RALS010, 9016

- Construction: Assembled with integral
butterfly volume damper made of plastic.

The rotatable inner core offers free access to the
integral butterfly plastic volume damper

- Materials: Aluminium spinnings frame &blades.

- Core: Removable

- Color: Powder-coated or anodized finish,
standard colour RAL9010, 9016

CD-RH80

CD-RH100 250 180 98 65
CD-RH150 300 230 148 65
CD-RH200 350 280 198 65
CD-RH250 400 335 248 65
CD-RH300 450 380 298 65
500 425 348 65
550 495 398 65
600 535 448 65
650 590 498 55
800 690 448 135
1000 580 448 180
c D = RW - Application: For air supply and exhaust of the
hot or cold air
oB - Matenial: All aluminium construction
| | - Colour: Powder-coated or anodized finish,
D] standard colour RAL9010, 9016
| 5 l - Construction: Assembled with integral
bA butterfly volume damper made of plastic.

The rotatable inner core offers free access to the
integral butterfly plastic volume damper

CD-RW160
CD-RW200
CD-RW250

www.canairhvac.ca




CD - SP1

Plaque ceiling diffuser is for ceiling installation and for
air intake and delivery. The frame is steel and the core
is aluminum.

i i - Materials: Aluminium and steel combination

B - Color: Standard-RAL 9010,Ral 9016
- Opposite Blade Damper Optional

CD-SP1150x150 145x145 595x595 51

CD-SP1225x225 220x220 5085x585 51
CD-SP1300x300 2095x295 505x585 51
CD-SP1375x375 370x370 505x595 51

Plaque ceiling diffuser is for ceiling installation and for
air intake and delivery. The frame is steel and the core

|.L.| is aluminum.
e Y
—, , |.;¢%_.| t - Materials: Aluminium and steel combination

- Color: Standard-RAL 9010,Ral 9016
- Opposite Blade Damper Optional

CD-SF2150 145 225 65

CD-SF2200 198 280 448x595 65

CD-SF2250 248 335 448x595 65

CD-SF2300 298 380 448x595 65
CD-SPS

Air valve made of punched steel with adjustable
cone Mounting clips for easy mounting in plenums,
Square steel air valves for air discharge, consisting

of a square valve body with round spares and a
1-——5'&'5—-| . central cone with galvanized steel screw spindle
[ | —4H and lock nut.
[ 40 1 The flow setting is done by tuming the central cone,
| 'ﬂ\ \'. | 5! which can be fixed after setting.

e B air-conditioning diffusers for drop-in suspended
e \ ceilings found in offices, hotels, shopping centres,
\ banks and residential sectors.

Lty
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CD-SPS350 350
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AS D 44 1 - All steel construction; formed steel back panel

- For sidewall or ceiling application

- Step down, three-cone design, fixed core

- Provides high air volume delivery in a
four-way air diffusion pattem

- Fits 24"x24" exposed

- Nominal colle sizes 8" 10",12"

- Various colors available
e 2 - T-Bar ceiling system.
- White powder-coating finish

ASD-1-200 610
ASD-1-250 610
ASD-1-300 610
ASD-2 - All steel construction; formed steel back panel
— - For sidewall or ceiling application

- Step down, three-cone design, fixed core

- Provides high air volume delivery ina
four-way air diffusion pattem

- Fits 24"x24" exposed

- Nominal colle sizes 8",10",12"

- Various colors available

- T-Bar ceiling system.
- White powder-coating finish

ASD-2-200 610
ASD-2-254 610
ASD-2-300 610

AS D'3 - All steel construction; formed steel back panel
- For sidewall or ceiling application
B | - Step down, four-cone design, fixed core
- Provides high air volume delivery in a
four-way air diffusion pattern
- Fits 24"x24" exposed
- Nominal colle sizes 6",8",10"

- Various colors available
- T-Bar ceiling system.
- White powder-coating finish

2-112

e—a

ASD-3-254 610
ASD-3-300 610
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Type
FTD150

FTD200

Aluminum swirl floor diffusers with horizontal or

vertical air diffusion pattem

e - Application: Adjustable circular diffuser with
swirl air supply, suitable for false floor
installation. May be used in rooms with a
variable or constant air volume

- Matenal: Aluminum and steel

- Color: Anodized natural finish

- Composition: Removable inner grill and front
grille manufactured in sanded aluminum Dust
basket (also to be used as volume damper) and
swirl unit made from sheet steel 3 Steel
mounting straps for fixing of the diffuser frame
into a floor tile

- Mounting: To be mounted with 3 steel mounting
straps for fixing the diffuser frame into a floor tile

$A(mm) $B(mm) $C(mm) E(mm)
190 140 124 14
240 190 160 19

- BJD: Decorative long-throw nozzle

G - Application: They can be used for spot cooling
) and are especially appropriate for large rooms
— requiring a decorative look Hotels. Shopping

i —ail malls Salons.Convention centres Airport

vestibules Passenger stations.Social halls, etc.

— - Composition:The JET DESIGHN long-throw nozzle
4B |¢E and the decorative ring are manufactured in
aluminium, with a standard paint finish in
RAL9016/9010 white. The connection part is
manufactured of galvanised steel sheet.
The JETDESIGHN nozzle has an extraordinarily
good aesthetic design and can be painted by
special order to fit any decorative need

- Mounting:can be mounted directly to the duct,
plenum box or surface allows a flexible duct of
standard dimensions to be coupled directly to

each nozzle
Type HA(mm) ®B(mm) $C(mm) D{mm) ®E(mm) G(mm)

BJD100 101 48 100 42 148 64

BJD125 126 60 123 45 170 67

BJD150 159 76 158 57 200 80

BJD160 159 76 148 88 265 115
'BJD200 203 9 199 88 265 15
BJD250 248 127 248 112 309 142
'BJD315 317 180 313 138 378 168
'BJD350 349 195 349 170 412 205
BJD400 396 220 398 171 466 207
BJD450 443 274 448 233 520 274
BJD500 487 286 487 270 582 211
BJDB30 632 335 633 230 715 276
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Industry standard extract grille capable of
handling huge air handling units, and for areas
where high changeover rates are needed, paint
booths , restaurant, kitchens etc.

- Features:

- Matenals: Aluminium

- Construction:Frame held together using
punched in steel corners. Egg crate core in
12.7x12.7mm

- Color.Standard-RAL 9010, RALS016
Opposite blade damper optional

'EG-A150x150 145x145 196x196. 32
EG-A200x200 195x195 246x246 32
EG-A250x250 245x245 296x296 32
EG-A300x300 295x295 346x346 32
EG-A350x350 345x345 396x398 32
EG-A400x400 395x395 446x446 32
EG-A450x450 445x445 496x496 32
EG-AB00x600 595x595 B46x646 32
EG-B Description:
Industry standard extract grille is for air exhaust
EG-B90° in evntilation and air conditioning systems.
H“HIHHEIHHHHUH
| I'— - Features:
- Matenals:poly
EG-B45°

- Construction:U shape frame
Egg crate core in
12.7x12.7mm

- Color:Standard -RAL9010 . RAL9016

EG-B595x595 595x595 17
EG-BE00xE600 600x600 17
EG-B1195x585 1195x585 17
EG-B1200x600 1200x600 17
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EG - E - White aluminium transfer grilles with square
12.7x12.7mm meshes.
- Application:For air exhaust in ventilation and air
conditioning systems
- Material-Aluminium
L A 4 - Colour:RAL 9016, RAL 9010
- Composition:made of aluminium finished white
with frame and with a free area of 85%
' B - With filter material
- Easy to be replaced and cleaned
- Any size you would like

Ht RITTTTTTTTITIRTON
l. |

EG-E450x450 4455445 495x495

50
'EG-E500x500 495x495 545x545 50
EG-E550x550 545x545 595595 50
EG-E550x600 545x595 595645 50

EG-D

Description:

Eggcrate core is made of aluminum material, and can be used in diffusers,
grilles and light fixing.

Customized eggcrate sizes are also available upon

Request.

EG-D0B00x600 600x600 127

ToDdlnineld 1218610 157

Features:

Matenals: Aluminium

Thickness: 0.47mm and 0.35mm

Core:Egg crate core in 12.7*12 7*12 7mm
Color:Mill finish or powder coated white v

IHEEEEEEEEEE NN .

| < 7 > | T
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- Aluminium rectangular louvres with physical

free area of 70%

ﬁ - Application:For air intake or exhaust in
[ ——— ventilation systems

= - - Material: Aluminium
— - Colour: Anodized natural finish. Powder coated
[ S —— i RAL. Gololir upan requuest
| —— - Composition:Frame and blades of aluminium,
[ e = galvanized steel birdmesh of 12 x 12 mm fitted
| — -
CE—————— bk L Joute

- Mounting: Mounting with screws through the
frame (not included)

Type Fits nominal duct size(mm) b(mm) B(mm) h(mm) H(mm)
WSG300/1150 300x150 296 370 146 220
WSG400/200 400x200 39 470 196 270
WSG500/250 500x250 496 570 246 320
WSG500/300 500x300 496 570 296 370
WSGE00/300 600x300 596 670 296 370
WSGB00/350 600x350 596 670 346 420
WSGT00/400 700x400 696 770 396 470
WSGB00/500 800x500 796 870 496 570
WSG1000/500 1000x500 996 1070 496 570

WG - A - WG-A:Single deflection wall grilles with
adjustable blades
= A - Opposed blade damper is optional
- _|B | - Application:For air supply and exhaust in
' =TT 3 7 ventilation and air conditioning systems
I L g s - MaterialzAluminium
i —+= £ K - Colour:Anodized natural finish / Powder coated
— %4 | [ = I in RAL colour
— = D = \ ke o i .
3 f— I — == g - Composition:Deflection: adjustable, Single row
= i of blades
E= gl 7| - Mounting-Invisible with clips in mounting frame
| Registermounting - ANY size you would like
Type A(mm) B(mm) C(mm) D(mm)
WG-A 30 6 24 19
WG -C _ . -
- WG-C:double deflection wall grilles with
A djustable blades
. I~ —le - Opposed blade damper is optional
| SRS e g 3 - Application:For air supply and exhaust in
L TARRRANR AT o E—:— % * ventilation and air conditioning systems
;_-:-u.::ff::'” 2| =l 2 K - Material-Aluminium
= et | x| [T = b - Colour:Anodized natural finish / Powder coated
e el EP g (™ in RAL colour
‘*’\ == S Al l 47 - Composition:Deflection: adjustable, double row
ey T g | |9 | of blades
] _r' Register mounting~ Mounting:Invisible with clips in mounting frame
- Any size you would like
Type A(mm) B(mm) C(mm) D(mm)
WG-C 47 6 24 19

www.canairhvac.ca
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Damper for WG-A/ WG-C

volume control dampers for WG-A and WG-B,
adjustable with lever between the blades of the diffuser

WG-D

- Made from extruded aluminium.
- Special shape profile of the blades idea for
complete sight-proof.

- Wall or door mounting for air transfer.
- Standard finish: anodised. Other finish are
A B available.

- Sizes manufactured on request.

Model:

! — - DG-A: Double Flange Frame
- DG-AS: Single Flange Frame

WG-D600x150 630x175 636x181 37
WG-D600x200 630x225 636x231 37
WG-DE00x250 630x275 636x281 37
WG-D600x300 630x275 636x331 37

Accessories of damper

BUTTER FLY DAMPER
6" 8" 10" 12" 147

PAGE 12 www.canairhvac.ca




Description
P A > 0° Linear Bar Grille Fixed blade Ceiling
—  ——— | L' 0 B o 'f‘ Diffusers can be used as supply air and

= : : exhaust diffusers are capable of a high air

volume. With a low resistance, they are ideal

for use in ceiling mounted fan coil units, as well

as for the side wall and floors ,they are made

! of aluminum and can be made up to the length
of 3m

Description

30° Linear Bar Grille Fixed blade Ceiling
Diffusers can be used as supply air and exhaust
diffusers are capable of a high air volume. With

e ——
- e a low resistance, they are ideal for use in ceiling
Sm—— e mounted fan coil units, as well as for the side
—_— -
o wall and floors they are made of aluminum and
— —
—_— can be made up to the length of 3m

LD30 Any Size A+25-A+25

1RG Series

A - For ceiling or sidewall application
- All-steel construction

- One piece stamped face
— - One way deflection

e — - Bright White finish

- Any color you would like

1RG Available Sizes(in. )

1RG4 4 X
1RGE 4] X X X X
1RGS 8 X X X X
1RG12 12 X

1RG14 14 X

PAGE 13
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1RF Series

- A »-

1RF Available Sizes( in. )

- For air return application

- All-steel construction

- 1/2 spaced fins set at 55 degrees
- Effectively conceals filter
- Removabile face for easy installation and

cleaning

- Equipped with adjustable filter retainers

- Bright white finish

- Any color you would like

8 10 12 14 16 18 20 24 30 36
1RF4 4 X X X
1RF6 6 X X X X X X X
1RF8 8 X X X X X X b.S X X X
1RF10 10 X X X X X X X
1RF12 12 X X X X X X X
1RF14 14 X X X
1RF16 16 X 4 X X
1RF18 18 X X X
1RF20 20 X X X X X X
1RF22 22
1RF24 24 X X X
1RF25 25 X X X
1RF30 30 X

PAGE 14
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A
: i l With adjustabls blades the Slot Difusers is suited
for supply and return air .
IEE—— OSSN - S OSSN | ¢ B > | - Matenals: Aluminium Extruded aluminium frame
I— e — — and blades.
e —— [
e ———————————————
" A
| % i
[ ITH
| |
B
2000x40.5 585 1
SDS2000 2000x79.5 585 2
SDS2000 2000x118.5 2000x154 58.5 3
SDS2000 2000x157 .5 2000x193 585 4
'SDS2000 2000x196.5 2000x232 585 5
With Plenum
B+10
e -
I D
LSD-VA
e — ,l‘—mm PLATE lr/
A

* These slot diffusers are available in 1-8 siots. 19mm or 25mm slot size.

* They can be mounted on wall of ceiling.

* They can be used in rooms with ceiling heights from approx, 26 mto 4.0 m

* The direction of the air discharge can be adjusted by rotating the air control blades.
* Accessories. Plenum box.

* Finishing: White powder coating Ral9016, RalS9010, or customized color.

ar

Size Table
LSD-VA

Siot Distance Slots A B8 -

< 84 40 49

2 120 76 49

3 156 111 49

20 4 191 147 49

5 228 182 49

[ 262 218 49

1 89 45 49

2 130 86 49

25 a 170 126 49

4 211 167 49

5 251 207 49

[ | 202 248 49
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UNIT#6

Can Air HVAC Systems Ltd.
12357 82a Ave, Surrey BC V3W 0L5



